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NOTES:

1. THE LUMINIARES ON RMN5 SHALL BE REMOVED FROM HIGH T
MAST LIGHT TOWER PRIOR TO REMOVING HIGH MAST LIGHT 5RF1 E—T—ATE' STREET

TOWER. THE LUMINAIRES SHALL BE BOXED, TRANSPORTED AND

. > ! o —_— -
STORED BY THE CONTRACTOR. THE SECURITY OF THE — 5. THE RACEWAY SHALL BE CAPPED PRIOR TO POURING

LUMINAIRES IS THE CONTRACTOR’S RESPONSIBILITY. IF THE CONCRETE FOUND ATION TO N SURE TR AT NG CONCRETE IS
LUMINAIRES ARE DAMAGED THE CONTRACTOR SHALL BE R § . : $
ﬁipgﬁgﬁﬁgg 0 REPLACE IN KIND TO THE SATISFACTION OF 6. PRIOR TO POURING CONCRETE A COUPLING AND RACEWAY

~ - — - - EXTENSION SHALL BE INTALLED TO REPLACE DAMAGED
THE HIGH MAST LIGHT TOWER SHALL BE REMOVED, RACEWAY. IF THE CABLE IS NOT PULLED INTO THE EXISTING
TRANSPORTED TO THE APPROXIMATE LOCATION SHOWN ON RACEWAY PRIOR TO INSTALLING THE EXTENSION, THE

THE MAINTENANCE OF TRAFFIC PLAN SHEETS AND STORED BY CONTRACTOR SHALL TAKE CARE IN PLACING THE RACEWAY
THE CONTRACTOR. THE ENGINEER SHALL APPROVE THE HIGH SLEEVE EXTENSION OVER THE CABLE TO ENSURE THERE IS NO

L

CKT. E&F: 392, 134 GND, 14" UD

MAST LIGHT TOWER LOCATIONS. THE SECURITY OF THE HIGH DAMAGE TO THE CABLE. M 3°4, 16 GND, 14" LD
MAST LIGHT TOWERS IS THE CONTRACTOR’S RESPONSIBILITY. 7. AFTER FOUNDATION IS IN PLACE THE CABLE SHALL BE PULLED CKT. MEM: 384, , Vs
IF ANY PART OF THE TOWER BECOMES DAMAGED BY BACK IN PLACE AS REQUIRED AND TESTED PER SPECIAL
WHATEVER MEANS, THE CONTRACTOR IS RESPONSIBLE TO PROVIONS. )
REPLACE IN KIND AT NO ADDITIONAL COST AND TO THE 8. HIGH MAST LIGHT TOWER SHALL BE INSTALLED ON NEW REMOVE AND RELOCATE EXISTING TOWER CONTRACTOR SHALL FURNISH AND INSTALL 30 AMP 2 POLE
SATISFACTION OF THE ENGINEER. FOUNDATION AND LUMINAIRES SHALL BE INSTALLED ON ON RECONSTRUCTED FOUNDATION . g[RN%UI"%H?gEQIﬁ%EL ]EEI[%E Cﬂ'ﬂ%%‘{)l (?[N Br?.')E( Egs%’s%LF‘AIﬁEAl}\.‘?‘EEi CE
3. EXISTING CABLE RUN BETWEEN TOWER RMN5 AND SIGN R4 TOWER. CONTRACTOR SHALL RE-INSTALL TOWER IN SAME .
SHALL BE TESTED BEFORE AND AFTER PULLING PER SPECIAL POSITION/ORIENTATION AS WHEN REMOVED, LUMINAIRES (A)EDL ]T%H\JI-:IQ‘GR%E TEM. CONTRACTOR SHALL MAINTAIN SIGN R-4
PROVISIONS. SHALL BE RE-INSTALLED AT ORIENTATION AS WHEN REMOVED. .
4. CONTRACTOR SHALL TAKE CARE IN REMOVING EXISTING RESIDENT ENGINEER SHALL APPROVE PRIOR TO FINAL
FOUNDATION SO AS NOT TO DAMAGE CABLE AND TO LIMIT PLACEMENT.
DAMAGE TO RACEWAY, 9. TEMPORARY AERIAL CABLE SHALL BE DISCONNECTED AND THE
PERMANENT CONNECTIONS SHALL BE RE-ESTABLISHED. RLP-03
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